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1. Unp lug a ll devic es using the telephone line in the p roperty. 
 
2. Plug one Mic ro Filter in to the telephone soc ket you wish to use. 

 
3. Plug your te lephone in to the phone soc ket of the Mic ro Filter. 

 
4. Plug the RJ11 Phone Line Cab le in to the Mic ro Filter and  ADSL soc ket on the rear of 
your router. 

 
5. Plug the Ethernet Cab le into the rear of the router and in to your Computer. 
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6. On your Computer c lic k the sta rt button in the bottom left c orner o f the sc reen. 

 
7. Clic k Control Panel. 

 
 
8. If you a re asked  to "Pic k a  c a tegory", c lic k on "Switch to Classic  view" on the left-
hand  sidebar. 
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9. Selec t Network Connec tions. 
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10. Right c lic k on the enab led Loc al Area  Connec tion, Left c lic k on 
p roperties.

 
 
11. Ensure there is a  tic k in the box as shown below. Then selec t Internet Protoc ol 
TCP/ IP and selec t p roperties. 

 
 
12. Ensure the dots a re in Ob ta in an Ip  address automatic a lly and  ob ta in DNS server 
add ress automatic a lly, and  then c lic k OK. 
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13. Close Network Connec tions. 

 
 
 
 
 
14. Click the sta rt button in the bottom left c orner of the sc reen. 



ADSL Cabling  Guide 

 
 
15. Click Run. 

 
 
16. Type in c md and  c lic k ok. 

 
17. A b lac k box will appear on sc reen. Type d irec tly in to this box ipc onfig  then p ress 
the re turn/ enter key.  
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18. Chec k tha t the IP add ress begins 10.0.0. or 192.168.0. the fina l number c an be 
anything from 3 to  255, so in the p ic ture below the IP of 10.0.0.35 is c orrec t. Also 
c hec k the default ga teway is in the same range. 

 
If you get d ifferent results p lease see the trouble  shooting guide. You c an c lose the 
c ommand box now by c lic king the X. 
 
 
 
 
 
 
 


